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Geometry R L XL  
 Headtube Angle Minimum (slacker with longer fork use) 
 Headtube Angle Maximum 69˚ 69˚ 69˚
 Seattube Angle 70˚ 70˚ 70˚
 Sctual TT Length 553mm | 21.77” 565mm | 22.24” 578mm | 22.76”
 Seattube Length (BB center to top) 330mm | 12.99” 330mm | 12.99” 330mm | 12.99”
 BB Height Minimum 305mm | 12.01” 305mm | 12.01” 305mm | 12.01”
 BB Height Maximum (taller with longer fork use)
 Headtube Length 100mm | 3.94” 100mm | 3.94” 100mm | 3.94”
 Chainstay Length 399mm | 15.71” 399mm | 15.71” 399mm | 15.71”
 Wheelbase Minimum     
 Wheelbase Maximum    

Component Sizing  
 Stem Length 50mm 50mm 50mm 
 Stem Rise 5˚ 5˚ 5˚ 
 Headset Spacers 10mm 10mm 10mm
 Handlebar Rise 25mm 25mm 25mm 
 Handlebar Width 685mm 685mm 685mm 
 Crank Length 175mm 175mm 175mm 

Frame Details
 Available Sizes Regular, Long, XLong
 Wheel Travel nil
 Rear Shock nil
 Shock Hardware nil
 Fork axle-to-crown Length 471mm (Rock Shox Argyle, 80mm)
 Fork Offset 
 Headtube integrated 1 1/8” Campagnolo style
 Headset FSA Impact 1 1/8
 Front Derailleur Type nil
 Seatpost Diameter 31.6mm
 Seatclamp Diameter 34.9mm
 Rear Wheel Diameter 26”
 Maximum Rear Tire Size 26x2.4”
 Bottom Bracket Shell 73mm
 Chainline 50mm
 Chainguide Mount ISCG05
 Maximum Chainring Size 40T
 Suggested Chainring Size 36T
 Rear Wheel Spacing 135mm QR
 Brake Mount Type International Standard Rear
 Maximum Rear Rotor Size 185mm

An all new 4130 cromoly hardtail designed for pro level dirt jump use.
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